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SD2-201TB-A21

Features

·High Reliability

·Color: Blue

·Low Power Requirement

·Easy Assembly

·Dual Digit Display

·Black Face and White Epoxy

Applications

·Audio equipment

·Instrument panels.

·Digital read out display.

Device Selection Guide

Digit Digit Size Color Manufacturer

Dual Digit Display 5.08mm(0.20”) Blue EHAOAN
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Package Dimensions

Note: Tolerances unless mentioned ±0.25mm. Unit = mm.

Circuit Diagram

Pin Connection

PIN
NO.

CONNECTION
PIN
NO.

CONNECTION
PIN
NO.

CONNECTION
PIN
NO.

CONNECTION

1 Cathode Digit1 E 6 Cathode Digit2 E 11 Cathode Digit2 B 16 Cathode Digit1 B

2 Cathode Digit1 D 7 Cathode Digit2 D 12 Cathode Digit2 A 17 Cathode Digit1 A

3 Common Anode Digit1 8 Common Anode Digit2 13 Common Anode Digit2 18 Common Anode Digit1

4 Cathode Digit1 C 9 Cathode Digit2 C 14 Cathode Digit2 F 19 Cathode Digit1 F

5 Cathode Digit1 DP1 10 Cathode Digit2 DP2 15 Cathode Digit2 G 20 Cathode Digit1 G
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Absolute Maximum Ratings(Ta=25°C)

Parameter Symbol Rating Unit

Power Dissipation Pd 72 mW

Forward Current IF 20 mA

Peak Forward Current IFP 100 mA

Reverse Voltage VR 5 V

Operating Temperature Topr -30~+85 °C

Storage Temperature Tstg -35~+85 °C

Electrical/Optical Characteristics Rating(Ta=25℃)

Parameter Symbol Min Type Max Unit Condition

Forward Voltage VF -- 3.2 V IF =10mA

Reverse Current IR -- -- 100 uA VR=5V

Luminous Intensity IV -- 8 -- mcd IF =10mA

Dominant Wavelength λd -- nm IF =10mA

Spectral Line Half-Width Δλ --- 20 --- nm IF =10mA

Luminous Intensity
MatchingRatio IV-M -- -- 2:1 -- IF =10mA

-- 464

2.9
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Typical Characteristics Curves
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Remark: Use only with no-clean solder. Displays are not to be washed or cleaned, may
cause segment failure.

The Products In The Reel Of Direction

Label Direction & Content In The Roll

User Feed Direction

Packing Quantity：1500PCS/reel

Round Hole

END

P S

START

There shall be a
minium of 160mm
empty component
pockets sealed
with cover tape

Mounted with
components

There shall be a
minium of 160mm
empty component
pockets sealed
with cover tape

Minmun of 230mm
may consist of

carrlere and /or
cover tape
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