Surface Mount Chip LED

0402,0603,0805,1206,Side Smd,Bi-Color,Full Color

EHAOAN

Features
Package in 8mm tape on 7” diameter reel. A= j‘ ¢
- r
. Compatible with automatic placement equipment. \ %/ /‘
> =7
. Compatible with infrared and vapor phase reflow solder process. o

Mono-color type.
Pb-free.

. The product itself will remain within RoHS compliant version.
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Top View 0402

Catalog
Size Ad IV Typ. IF 201/2
Appearance 2 Color yp VF (V) / Model
LxWxHmMm (nm) (mcd) (mA) )
O
a 1.0x0.5x0.4 white -- 185 2.6-3.2 25 120 EH-C281DS5
o 1.0x0.5x0.4 | Orange 601 90 1.8-2.2 30 120 EH-C281KFKT
@
Brilliant
& 1.0x0.5x0.4 520 400 2.0-3.2 35 120 EH-C281TGKT
: Green
@
&, 1.0x0.5x0.4 Red 620 90 1.8-3.2 30 120 EH-C281KRKT
°®
& 1.0x0.5x0.4 Blue 470 51 2.6-3.6 30 120 EH-C281TBKT-5A
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Top View 0603

Catalog
Size Ad IV Typ. IF 201/2
Appearance 2 Color yp VF (V) ) / Model
LxWxHmMm (nm) (mcd) (mA) )
_ ®
Yo 1.6x0.8x0.6 Red 620 120 1.8-2.2 25 120 EH-C191KRKT
_ @
v Y 1.6x0.8x0.4 Blue 470 51 2.6-3.6 25 130 EH-C193TBKT
2 1.6x0.8x0.6 | Orange 660 170 1.6-2.6 25 130 EH-C191KFKT-5A
o 1.6x0.8x0.6 | Yellow 588 150 1.6-2.6 25 130 EH-C191KSKT
oy Yellow
v ; 1.6x0.8x0.6 565-575 45 1.6-2.6 25 130 EH-C191KGKT
22 Green
_ ®
'y Brilliant
; 1.6x0.8x0.6 515 480 2.0-3.2 35 120 EH-C191TGKT
R Green
P o)
y 1.6x0.8x0.4 | White -- -- 2.7-3.2 30 120 EH-C193SN5
Yy Ice
' 1.6x0.8x0.4 Blue 493 245 2.6-3.2 25 140 EH-C192UBKT
. _ x:0.38
. 1.6x0.8x0.6 Pink y:0.108 130 2.8-3.6 20 130 EH-C191KPKT-T6
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Top View 0805

Catalog
Si Ad IV Typ. IF 201/2
Appearance ze Color yp VF (V) ) / Model
LxWxHmm (nm) (mcd) (mA) )
'fl Yellow
A 2.0x1.2x1.1 570 1.8 2.6 25 130 EH-C170KGKT
&%‘ Green
@
,Yl Brilliant
S 2.0x1.2x1.1 520 480 2.6-3.6 25 130 EH-C170TGKT
‘;3,' Green
4
Iy "
;@ L o 2.0x1.2x1.1 Red 622 153 1.6-2.6 25 130 EH-C170KRKT
g
s,
"’{ﬁ' Y) 2.0x1.2x1.1 | Yellow 588 150 1.6-2.6 25 130 EH-C170KSKT
g
Iy =
ej& 4 2.0x1.2x1.1 Blue 470 95 2.6-3.6 25 130 EH-C170TBKT
o
I ®
Jf@ yl 2.0x1.2x1.1 | Orange 605 180 1.6-2.6 25 130 EH-C170KFKT
-
_-y le)
. 2.0x1.2x1.1 | White 0.26 650 2.6-3.6 25 130 EH-C170DS5
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Top View 1206

Catalog
Size Ad IV Typ. IF 201/2
Appearance 2 Color yp VF (V) ) / Model
LxWxHmMm (nm) (mcd) (mA) )
o’ Yellow
3.2x1.6x1.1 572 50 1.6-2.6 25 130 EH-C150KGKT
& Green
4
@
4 Brilliant
3.2x1.6x1.1 520 600 2.6-3.6 25 130 EH-C150TGKT
> o Green
7
1 3.2x1.6x1.1 | Yellow 588 120 1.6-2.6 25 130 EH-C150KSKT
<
) o
< \ 3.2x1.6x1.1 Blue 470 150 2.6-3.6 25 130 EH-C150TBKT
<
) @
% 1 3.2x1.6x1.1 Red 620 180 1.6-2.6 25 130 EH-C150KRKT
<
J _‘ 3.2x1.6x1.1 | Orange 605 160 16-26 | 25 130 EH-C150KFKT
<
¢)
o , x:0.26
3.2x1.6x1.1 | White 650 2.6-3.6 25 130 EH-C150DS5
< y:0.26
. Ice
3.2x1.6x1.1 493 64 2.6-3.2 5 120 EH-C151UBKT
—~ Blue
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Side View

Catalog
Size Ad IV Typ. IF 201/2
Appearance 2 Color yp VF (V) ) / Model
LxWxHmMm (nm) (mcd) (mA) )
°
% 1.7x0.6x1.1 Blue 468 28 5 25 120 EH-S270TBKT
®
Brilliant
1.7x0.6x1.1 518-527 450 5 25 120 EH-S270TGKT
% Green
1.7x0.6x1.1 | Orange 608 110 5 25 120 EH-S270KFKT
¥
2
1.7x0.6x1.1 Red 630 110 1.8-2.6 25 120 EH-S270KRKT
¥
- o)
1.6x1.15x0.6 | White -- 180 2.6-3.2 25 120 EH-S270DS
L
1.6x1.15x0.6 | Yellow | 584-595 90 5 25 90 EH-S270KSKT
3
Yellow
1.6x1.15x0.6 570-576 35 1.8-2.6 25 120 EH-S270KGKT
% Green
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Top View Bi-Color

Catalog
20
A Size Col rdomy | VP vy | O a2 Model
earance olor odae
= LxWxHmm "M (med) may |
oo Red | 620-625 | 120-156 | 1.8-23 | 50
0 9 | 16x1.5%0.55 120 | EH-C195TBJRKT
L
‘ Blue | 465-467.5 | 80-104 | 3.0-36 | 30
o Red | 620-625 | 100-130 | 1.8-23 | 50
o P& | 16x1.5%055 50 | EH-C195KGJRKT
. - Yellow
: 569-572 33-50 | 1.8-23 | 50
Green
_eo Red | 620-625 | 119-154 | 1.8-23 | 50
90| 16x1.5x0.55 —— 120 | EH-C195TGJRKT
e Brilliant
¢ 517.5-520 | 315-409.5 | 3.0-3.6 | 30
Green
o Red 630 140 1826 | 70
& 3.2x2.7x1.1 —— 130 | EH-C155TGJRKT
B Brilliant
530 560 28-36 | 100
Green
ce Red 630 46 1826 | 25
W 3.2x2.7x1.1 130 | EH-CI55TBIJRKT
Blue 470 45 28-36 | 25
® Red 615 140 18-26 | 25
Soy 3.2x2.7x1.1 130 | EH-C155KGJRKT
'“-},// Xe X Yellow
570 56 1826 | 25
Green
Top View Full Color
Catalog
20
A Size Col rd NI v | T 12 Model
earance olor ode
PP LxWxHmm M) | (med) (mA) )
Red 620 120 22 25
[ X 1 ]
an 1.6x1.5x0.55 | Green 520 280 3.2 25 | 130 | EH-C19HEIWT-H
=
Blue 470 120 3.2 25
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Notes

Precautions For Use

1. Over-current-proof

Customer must apply resistors for protection, otherwise slight voltage shift will cause big

current change ( Burn out will happen ).

2. Storage

2.1 Do not open moisture proof bag before the products are ready to use.

2.2 Before opening the package: The LEDs should be kept at 30°C or less and 90%RH or less.

2.3 After opening the package: The LED's floor life is 1 year under 30°C or less and 60% RH or less. If unused LEDs remain,
it should be stored in moisture proof packages.

2.4 If the moisture absorbent material (silica gel) has faded away or the LEDs have exceeded the storage time, baking
treatment should be performed using the following conditions.

Baking treatment : 60+5°C for 24 hours.

3. Soldering Condition

3.1 Pb-free solder temperature profile

Above255°C = 260°C Max.
30sec.Max. 10sec. Max.

3°C/sec.Max.

6°C/sec.Max.
Above 217°C

150~-200°C
60~120sec.

3.2 Reflow soldering should not be done more than two times.

3.3 When soldering, do not put stress on the LEDs during heating.

3.4 After soldering, do not warp the circuit board.

4.Soldering Iron

Each terminal is to go to the tip of soldering iron temperature less than 350°C for 3 seconds within once in less

than the soldering iron capacity 25W. Leave two seconds and more intervals, and do soldering of each terminal. Be careful

because the damage of the product is often started at the time of the hand solder.
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5.Repairing
Repair should not be done after the LEDs have been soldered. When repairing is unavoidable, a double-head soldering iron
should be used (as below figure). It should be confirmed beforehand whether the characteristics of the LEDs will or will not

be damaged by repairing.
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